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installation instructions
frame installation continued

lead panel installation

The blocks are approximately 1” x 1” x 2” and are located in each intermediate panel channel. Set them aside 
temporarily as they will be reinstalled when the panel installation is complete. Each panel will have a sticker 

NOTE: The door kit will include one intermediate panel with a three panel door system, or two intermediate panels 
with a four panel door system.

From the exterior with the bottom rail vinyl to the outside, lean the top of the panel in and insert it into the extreme 
Interior head track and lower it onto the threshold.

the roller adjuster screw via the pre drilled whole on the interior wood face of the panel’s bottom rail. Use a #2 
Phillips head screw driver to adjust the roller height. Rollers should be adjusted to create 3/8” gap between the top 

be required to achieve desired reveals.

Roll the panel toward the lock jamb to view the vertical gap between the panel and jam.

Locate the intermediate panel that is to be installed directly next to the lead panel. 

From the exterior with a portion of the panel overlapping the interlocker of the lead panel, insert the top into the 
next head track and lower onto the threshold. 

Repeat the same process with the remaining intermediate panels and make sure to adjust the rollers on the active 

track and lower it onto the threshold. 

Make sure the panel covers the “L” clip that has been attached to the sill. 

Attach the security screw to the existing bracket mounted to the threshold using a #8, ½-inch hex screw through the 
predrilled installation hole located on the interior of the bottom panel sill plate.

To install the exterior “L” clip plate, place on top interlock style plate and mark hole to predrill. After hole has been 

Now tap the wood and or plastic plugs provided in the hardware package into the adjustment hole.

Nail the Flat wood trim to the interlock of the operable panels.  
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installation instructions
hardware installation

First adjust the strike plate on the lock jam by loosening the two machine screws and moving it up or down until the 
lock engages fully when actuated.

-
sunk center-hole provided.

To remove excess slack open the sliding panel and adjust the lock using the slotted adjusting screw in the center of 
the lock. 

From the exterior with the door in the fully closed position, reinstall the black foam blocks into the head channel 
against the small rubber bumper above the panel. 

Seal the exterior of the doorframe at the head and jambs. 

Installation is now complete.
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NOTE:

wood from moisture. During installation of the products, there may be a penetration of the wood by nails or 
other fasteners. It is very important to seal these, or any other penetrations, so as to reduce moisture invasion. 
This protection must also be continued as a maintenance item.
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important note

IMPORTANT NOTE:
Do not seal the exterior of the threshold. 
The weep holes on the exterior must remain open.


Use membranes and sealants in accordance with AAMA installation standards. Make certain the sealants are compatible 
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